
1www.fs.com

40 Channels 100G DWDM PAM4 Open Line System + Monitor Port 

40 Channels 100G DWDM PAM4 
Open Line System + Monitor Port
1U Rack Mount, LC/UPC
Data Center Interconnect & Metro Aggregation

 

Overview

DCP910-D40M is a flexible platform designed specifically 

for modern DCI. It is composed of a mux/demux, optical 

amplifiers, dispersion compensation modules, and an 

optical supervisory channel. It has high speed multi-

protocol capability and supports a diverse range of service 

types including 1GbE, 10GbE, 25GbE, and 100GbE.

DCP910-D40M brings an unprecedented level of plug and play 

simplicity to DWDM DCI networking, being designed with ease of 

use in mind. It supports the optical grooming of up to 40 channels 

of mixed-rate services, is compatible with existing 10GE/25GE 

deployments, and enables smooth evolution to 100G PAM4 to 

maximize architectural flexibility and protect customer investment. 

Built for high-performance network applications, it is well suited to 

DCI, metro transport, and other high-bandwidth environments 

requiring scalable and efficient optical networking.

• Accepts DWDM Signal Format: PAM4 (20x100G), to Maximize the 
Usefulness of Fiber

• Composed of VMUX, EDFA, TDCM,OCM, OTDR and Dispersion 
Compensator

 

• Automated Configuration and Zero Touch Provisioning

• 1% (2%, 3%, 5% optional) Monitor Port Offers Flexible Monitoring

• 1U Rack Mount Delivers Unprecedented Cost Efficiency for 100G 
DCI

Highlights

• Mix 10GE, 25GE and 100G PAM4 Services for Efficient Transport
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Notes:

1. Specified with connectors and adapters.

M PAM4 Ope

Technical Data

Parameter

Channels

Protocols

Client Side Connectors

Front Side Connectors

Management and Consoles Ports

Power Supply and Fan

Power Consumption

40 Channels 100G DWDM PAM4 Open Line System + Monitor Port 

Value

40 Channels

HTTPS/SSH

Duplex CS 

LC connectors

1x RJ45 DCN port 10/100Base-T 

1 x RJ45 local craft 10/100/1000 Base-T

2x Power supplies, 1x Fan unit

Typical consumption at 220V:

Normal operation: 80W 

Max during power up: 100W

AC Fuse: 85-127 VAC (4A), 200-240 VAC(2A) (Shipping defaults to AC) 

DC Fuse: -42 to -72 VDC (9A)

0°C to 45°C (32°F to 113°F

1GE/10GE/25GE/100GE

WEB

）

Front to back

5% to 95%

1.73"x17.32"x19.29" (44x440x490mm)

  

 

 

 

Service Types

Operating 

Management Type

Temperature

Airflow

Humidity

Dimensions (HxWxD)

Weight 12Kg / 26.46 lbs
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Ordering Information

Mux Demux & OADM

DWDM MUX 
DEMUX

FMU-D402160M3 40 Channels 100GHz C21-C60, with 1310nm and Monitor Port, 3.5dB Typical IL, LC/UPC, Dual 
Fiber DWDM Mux Demux, 1U Rack Mount #35887

M6200-D2160M 40 Channels 100GHz C21-C60 Dual Fiber DWDM Mux and Demux with Monitor Port, Pluggable 
Module, LC/UPC, Integrated with M6200 Series Managed Chassis #120424

FMU-D162136EM3 16 Channels 100GHz C21-C36, with Monitor, Expansion and 1310nm Port, LC/UPC, Dual Fiber 
DWDM Mux Demux, 1U Rack Mount #72430

FMU-MD085360EM3 CWDM/DWDM Hybrid Solution, 8 Channels 100GHz C53-C60, with Monitor, Expansion and 
1310nm Port, LC/UPC, Dual Fiber DWDM Mux Demux, FMU Plug-in Module #72433

CWDM MUX 
DEMUX

FMU-C182761M 18 Channels 1270-1610nm, with Monitor Port, LC/UPC, Dual Fiber CWDM Mux Demux, 1U Rack 
Mount #33489

FMU-MC084761EM 8 Channels 1470-1610nm, with Monitor and Expansion Port, LC/UPC, Dual Fiber, Low Insertion 
Loss CWDM Mux Demux, FMU Plug-in Module #78163

LWDM MUX 
DEMUX

ABS-L042930A 4 Channels 1295.56-1309.14nm, Single Fiber LAN-WDM Mux Demux, Side-A, ABS Pigtailed 
Module, LC/UPC #97782

ABS-C062737A 6 Channels 1271-1371nm, Single Fiber CWDM Mux Demux, Side-A, ABS Pigtailed Module, 
LC/UPC #97784

OADM

DOADM-DF Customized Dual Fiber & Single Fiber DWDM OADM #70427

COADM-DF Customized Dual Fiber & Single Fiber CWDM OADM #70425

Chassis

FMU-1UFMX-N FMU 2-Slot 1U 19” Rack Chassis Unloaded, holds up to 2 Units FMU Plug-in Module #30408

FUD-1UFMX-N FUD 4-Slot 1U 19” Rack Chassis Unloaded, holds up to 4 Units FUD Plug-in Module #106578

TRANSPONDERS & MUXPONDERS

8x 200G M6800-TSP16 16x 100G QSFP28 to 8x 200G CFP2 OTN Managed Transport Platform#111053

100G/200G M6500-TMXP5 2x 100G QSFP28/4x 40G QSFP+ to 1x 200G CFP2 Transponder/Muxponder#111049

10G M6200-OEO10G 5 Channels WDM Transponder (Converter), 10 SFP/SFP+ Slots#107365

Chassis

M6500-CH2U 2U Managed Chassis Unloaded Platform, Supports 2x 200G Transponder/Muxponder #96454

M6500-CH5U

M6200-CH2U
2U Managed Chassis Unloaded Platform, Supports 7x Mux/DEMUX/EDFA/OEO/OLP/DCM Cards 
#107371

M6200-OEO100G 3 Channels 40G & 100G WDM Transponder, QSFP28 to QSFP28, QSFP+ to QSFP+ #129994

5U Managed Chassis Unloaded Platform, Supports 6x 200G Transponder/Muxponder #111050

M6200-CH5U
5U Managed Chassis Unloaded Platform, Supports 15x MUX/DEMUX/EDFA/OEO/OLP/
DCM Cards #111052

40 Channels 100G DWDM PAM4 Open Line System + Monitor Port 
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OPEN LINE SYSTEM

Amplifiers

M6200-25PA 25dB Gain DWDM EDFA Pre-Amplifier, 16dBm Output#107367

M6200-20BA 20dBm Output DWDM EDFA Booster Amplifer, 16dB Gain#107366

Dispersion 
Compensation

M6200-DCM40 40KM DCF-based Passive Dispersion Compensation Module#107370

M6200-DCM80 80KM DCF-based Passive Dispersion Compensation Module#119071

Line Protection M6200-OLP2 1+1 Optical Line Protection Switch (OLP)#107368

Red/Blue Filter M6200-RB 1x2 Single Fiber DWDM Red/Blue Filter#107369

VOA Units

M6200-SFPVOA SFP Variable Optical Attenuator Module#107373

AT-M-LCU Fixed Fiber Optic Attenuators #70009

Chassis

M6200-CH2U 2U Managed Chassis Unloaded Platform, Supports 7x Mux/DEMUX/EDFA/OEO/OLP/DCM Cards 
#107371

M6200-CH5U 5U Managed Chassis Unloaded Platform, Supports 15x MUX/DEMUX/EDFA/OEO/OLP/DCM 
Cards #111052

WDM TRANSCEIVERS

100G/200G 
CFP2

M-CFP2-DCO C14 1566.31nm 100G/200G Tunable CFP2-DCO Coherent Transceiver, up to 1000km #120128

25G SFP28

DWDM-SFP25G-10 25G DWDM SFP28 100GHz 1563.86nm 10km DOM LC SMF Optical Transceiver Module #87000

CWDM-SFP25G-40S 25G 1270nm CWDM SFP28 40km DOM LC SMF Optical Transceiver Module #100112

CWDM-SFP25G-10SP 25G 1270nm CWDM SFP28 10km DOM LC SMF Optical Transceiver Module #76003

LWDM-SFP25G-40 25G LWDM SFP28 1286.66nm 40km DOM LC SMF Optical Transceiver Module #93786

16G/8G FC

DWDM-SFP16G-40 Customized 16G DWDM SFP+ C20-C61 100GHz 40km DDM LC SMF Transceiver Module#73084

DWDM-SFP16GH-40 Customized 16G DWDM SFP+ 50GHz 40km DDM LC SMF Transceiver Module #73085

CWDM-SFP16G-40 Customized 16G Fiber Channel CWDM SFP+ 1470-1610nm 40km DDM LC SMF Transceiver 
Module #80765

40 Channels 100G DWDM PAM4 Open Line System + Monitor Port 

100G PAM4 DWDM2-Q28100G-80 Generic C21 C22 Compatible 100G DWDM QSFP28 PAM4 80km DOM CS SMF Transceiver 
Module #142349
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*Standard products are listed above. Customized specifications are available upon request. 

10G SFP+

DWDM-SFP10G-80 10G DWDM SFP+ 1559.79nm 80km DOM LC SMF Transceiver Module, Commercial 
Temperature#31237, Industrial Temperature#113562

DWDM-SFP10G-40 10G DWDM SFP+ 1560.61nm 40km DOM LC SMF Transceiver Module, Commercial 
Temperature#38731, Industrial Temperature#113511

DWDM-SFP10G-C 10G DWDM C-band Tunable SFP+ 50GHz 80km DOM LC SMF Transceiver Module #69267

CWDM-SFP10G-80L 10G CWDM SFP+ 1470nm 80km DOM LC SMF Transceiver Module #19367

CWDM-SFP10G-40S 10G CWDM SFP+ 1270nm 40km DOM LC SMF Transceiver Module, Commercial 
Temperature#22168, Industrial Temperature#112392

1G SFP

DWDM-SFP1G-EZX 1000BASE-DWDM SFP 100GHz 1563.86nm 100km DOM LC SMF Transceiver Module #54150

DWDM-SFP1G-ZX 1000BASE-DWDM SFP 1563.86nm 80km DOM LC SMF Transceiver Module #47697

CWDM-SFP1G-EZX 1000BASE-CWDM SFP 1270nm 120km DOM LC SMF Transceiver Module #102776

CWDM-SFP1G-ZX 1000BASE-CWDM SFP 1270nm 80km DOM LC SMF Transceiver Module #33234

40 Channels 100G DWDM PAM4 Open Line System + Monitor Port 
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